**Setup PAGES**

- **Display**
  - Output #1: [DSP]
  - Output #2: [OUT1]
  - Output #3: [OUT2]
  - Output #4: [OUT4]
  - Output #5: [OUT5]

- **Control**
  - Output #1: [C1]
  - Output #2: [C2]
  - Output #3: [C3]
  - Output #4: [C4]
  - Output #5: [C5]

- **Input**
  - Output #1: [IN1]
  - Output #2: [IN2]
  - Output #3: [IN3]
  - Output #4: [IN4]
  - Output #5: [IN5]

- **Ramp/Soak**
  - Output #1: [SP1]
  - Output #2: [SP2]
  - Output #3: [SP3]
  - Output #4: [SP4]
  - Output #5: [SP5]

- **Custom Input**
  - Output #1: [C1]
  - Output #2: [C2]
  - Output #3: [C3]
  - Output #4: [C4]
  - Output #5: [C5]

- **Output Scaling**
  - Output #1: [OUT1]
  - Output #2: [OUT2]
  - Output #3: [OUT3]
  - Output #4: [OUT4]
  - Output #5: [OUT5]

---

### Front Panel Identification

- **Process Variable Display**
  - In Normal Display Mode
  - In Setup Mode

- **Alphanumeric Cue Display**
  - In Normal Display Mode
  - In Setup Mode

- **LED Indicators**
  - Alarm or Event Output ON
  - Control Output ON

- **Active Setpoint Display**
  - For Ramp/Soak Operation

- **Programmable Pushbutton**
  - PID1/PID2 Toggle Switch
  - Auxiliary Setpoint Enable
  - Remote Setpoint Enable
  - Output Disable
  - Ramp/Soak Operations
  - Auto/Manual Selector

---

**Ramp/Soak PAGE**

This setup PAGE appears only if Ramp/Soak control is turned on. The Ramp/Soak Enable parameter is the next to the last menu on [Ctrl PAGE, Menu rSE].

---

### Ramp/Soak Page

**MENÚ**

- **unit:** Time Units
  - **SEC:** seconds (1 to 9999)
  - **MIN:** minutes (0.1 to 999.9)
  - **HR:** hours (0.01 to 99.99)

- **Standby Setpoint**
  - Instrument Sensor Span

- **Interval 1 Time**
  - see Time Units Menu (above)

- **Setpoint 1**
  - Instrument Sensor Span

- **Continuous**
  - OFF, On

- **Loop from the end of interval**
  - 1 to 16

- **To the beginning of interval**
  - 1 to 16

- **Number of times**
  - 0 to 9999

- **Standby Events**
  - OFF = All off
  - E1 = Event Output 3 On
  - E2 = Event Output 4 On
  - E3 = Event Outputs 4 & 3 On
  - E4 = Event Output 5 On
  - E5 = Event Outputs 5 & 3 On
  - E6 = Event Outputs 5 & 4 On
  - E7 = Event Outputs 5, 4, 3 On

- **Interval 1-16 Events**
  - same as above for Stand by Events

- **Guaranteed Soak Differential**
  - OFF, 1°F to sensor range

---

**To enter Setup Mode:**

Hold down the RESET pushbutton for longer than 3 seconds.

**To select a PAGE:**

Press and hold the Reset pushbutton, while pressing the ▲ or ▼ Pushbutton.

**To select a MENU:**

After reaching the correct PAGE, press RESET to move through the MENUS.

**To change a MENU value:**

After the MENU is selected and displayed, use the ▲ and ▼ pushbuttons to change the value.

**To return to Operating Mode:**

Press and hold RESET for more than 3 seconds.