**CH Infinite Control Mechanism**

**GENERAL**

WARNING: Hazard of Electric Shock. This control must be installed by a qualified electrician. Before performing any of the following operations, disconnect all power to prevent possible fatal injury.

- No cams or levers to adjust, no motor to burn out.
- Gives infinite control for non-inductive loads up to 15 amperes on 120 or 240 volts.
- Can be turned either to left or right to select proper heat from 0 to 100% wattage with infinite control over first 50% of total wattage.
- Provides automatic compensation for line voltage fluctuations up to ±15%.
- Energized continuously in HI position; at other settings it delivers selected input level under control of simple bi-metal timer.
- DPST snap-acting switch. OFF position positively breaks both sides of line.
- Designed for operation in an ambient up to 180°F.
- Only 3 mounting holes are necessary to install in customer’s box or panel.

**Uses.** An inexpensive yet positive control for laboratory or industrial hotplates. Type CH infinite controls can also be used for controlling comfort heaters, small electric furnaces, dies, platens and other applications where infinite control is required within the current rating of the switch. For higher AC heating loads and all DC heating loads, use with magnetic contactors.

**Note:** Type CH Infinite Controller functions as an energy control. Because they do not fail safe, they should not be used for temperature limiting duty.

**WARNING:** Users should install adequate back-up controls and safety devices with their electric heating equipment. Where the consequences of failure may be severe, back-up controls are essential. Although the safety of the installation is the responsibility of the user, Chromalox will assist in identifying equipment options.

**Principle of Operation – See Figure 1.**

1. Simple bi-metal timer – no cams and levers to be readjusted, or motor to burn out. A small built-in shunt type heater provides a nominal low input of 5-1/2% (±2-1/2%) of rated wattage.
2. Control contact is normally closed when the switch is moved from the “Off” position permitting the current to flow thru both the heater windings and the load.
3. The bi-metal expands and bends as it becomes warm (due to current flow) to open the control contact which interrupts the flow of current to the heater windings and the load.
4. The bi-metal cools to close the contacts and the cycle repeats.

**WARNING:** Not for use in hazardous environments as described in National Electrical Code. Failure to comply can result in explosion or fire.

**Figure 1**

<table>
<thead>
<tr>
<th>Model</th>
<th>Volts</th>
<th>Amps</th>
<th>Watts</th>
</tr>
</thead>
<tbody>
<tr>
<td>CH-152</td>
<td>120</td>
<td>15</td>
<td>1800</td>
</tr>
<tr>
<td>CH-252</td>
<td>240</td>
<td>15</td>
<td>3600</td>
</tr>
</tbody>
</table>

* Use the Chromatrol Switch with a magnetic contactor for:
  1. AC heating loads greater than 1800 watts at 120 volts and 3600 watts at 240 volts.
  2. All DC heating loads.

**Note:** All Terminal Connectors are supplied with screws.
MOUNTING

Note: Do not mount the controller where it will be subject to vibration, shock, grease, dust, lint or corrosive vapors. Do not mount adjacent to a large magnetic contactor, as vibration and shock will cause the controller to interact erratically – resulting in chattering of the contactor.

1. Locate the mounting position of the switch.
2. Layout mounting holes as per Figure 2.
3. Drill a 3/8" diameter hole for the switch adjustment shaft.
4. Drill two 1/4" diameter holes for the anti-turn locking tabs.
5. Pull off knob and remove 3/8" shaft hex nut from switch.
6. Insert switch shaft thru 3/8" hole and position an anti-turn locking tab in each 1/4" hole after switch side marked “Top” is in top-most position.

WARNING: Hazard of Electric Shock. Disconnect all power before wiring or servicing this control.

1. All wiring should be done in accordance with local codes and the National Electrical Code by a qualified person.
2. Wire Chromatrol for direct control of load or loads up to 15 amperes – See Wiring Diagram (Figure 3) – Connect:
   A. Two line circuit wires to switch terminals marked L1 and L2 respectively.
   B. Two load wires to switch terminals marked H1 and H2.
3. When used, connect Pilot Lite between switch terminals P and L2.
4. Drill two 1/4" diameter holes for the anti-turn locking tabs.
5. Pull off knob and remove 3/8" shaft hex nut from switch.
6. Insert switch shaft thru 3/8" hole and position an anti-turn locking tab in each 1/4" hole after switch side marked “Top” is in top-most position.

WIRING

WARNING: Hazard of Electric Shock. Disconnect all power before wiring or servicing this control.

1. All wiring should be done in accordance with local codes and the National Electrical Code by a qualified person.
2. Wire Chromatrol for direct control of load or loads up to 15 amperes – See Wiring Diagram (Figure 3) – Connect:
   A. Two line circuit wires to switch terminals marked L1 and L2 respectively.
   B. Two load wires to switch terminals marked H1 and H2.
3. When used, connect Pilot Lite between switch terminals P and L2.

RENEWAL PARTS IDENTIFICATION

<table>
<thead>
<tr>
<th>Model</th>
<th>Volts</th>
<th>Watts</th>
<th>Switch</th>
<th>Knob</th>
<th>Connectors</th>
<th>Screw - Terminals</th>
<th>Nut - Adjustment Shaft</th>
</tr>
</thead>
<tbody>
<tr>
<td>CH-152</td>
<td>120</td>
<td>1800</td>
<td>292-042345-001</td>
<td>169-042522-001</td>
<td>070-043048-002</td>
<td>070-043048-001 (2)</td>
<td>Nut 3/8&quot;-24, Hex</td>
</tr>
</tbody>
</table>

Note: Part numbers suffixed by a number in ( ) indicates the number of same part no. used or supplied if more than one.

WARRANTY AND LIMITATION OF REMEDY AND LIABILITY

Chromalox warrants only that the Products and parts manufactured by Chromalox, when shipped, and the work performed by Chromalox when performed, will meet all applicable specification and other specific product and work requirements (including those of performance), if any, and will be free from defects in material and workmanship under normal conditions of use. All claims for defective or nonconforming (both hereinafter called defective) Products, parts or work under this warranty must be made in writing immediately upon discovery, and in any event, within one (1) year from delivery, provided, however all claims for defective Products and parts must be made in writing no later than eighteen (18) months after shipment by Chromalox. Defective and nonconforming items must be held for Chromalox’s inspections and returned to the original f.o.b. point of delivery.

The foregoing is Chromalox’s only obligation and Buyer’s exclusive remedy for breach of Warranty and is Buyer’s exclusive remedy against Chromalox for all Claims arising hereunder or relating hereto, whether such claims are based on breach of contract, tort (including negligence and strict liability) or other theories, Buyer’s failure to submit a claim as provided above shall specifically waive all Claims for Damages or other relief, including but not limited to Claims based on latent defects, in no event shall Buyer be entitled to incidental or consequential damages and Buyer shall hold Chromalox harmless therefrom. Any action by Buyer arising hereunder or relating thereto whether based on breach of contract, tort (including negligence and strict liability) or other theories, must be commenced within one (1) year after the date of shipment or it shall be barred.

W2008M

Chromalox warrants only that the Products and parts manufactured by Chromalox, when shipped, and the work performed by Chromalox when performed, will meet all applicable specification and other specific product and work requirements (including those of performance), if any, and will be free from defects in material and workmanship under normal conditions of use. All claims for defective or nonconforming (both hereinafter called defective) Products, parts or work under this warranty must be made in writing immediately upon discovery, and in any event, within one (1) year from delivery, provided, however all claims for defective Products and parts must be made in writing no later than eighteen (18) months after shipment by Chromalox. Defective and nonconforming items must be held for Chromalox’s inspections and returned to the original f.o.b. point of delivery.

The foregoing is Chromalox’s only obligation and Buyer’s exclusive remedy for breach of Warranty and is Buyer’s exclusive remedy against Chromalox for all Claims arising hereunder or relating hereto, whether such claims are based on breach of contract, tort (including negligence and strict liability) or other theories, Buyer’s failure to submit a claim as provided above shall specifically waive all Claims for Damages or other relief, including but not limited to Claims based on latent defects, in no event shall Buyer be entitled to incidental or consequential damages and Buyer shall hold Chromalox harmless therefrom. Any action by Buyer arising hereunder or relating thereto whether based on breach of contract, tort (including negligence and strict liability) or other theories, must be commenced within one (1) year after the date of shipment or it shall be barred.

W2008M

Chromalox warrants only that the Products and parts manufactured by Chromalox, when shipped, and the work performed by Chromalox when performed, will meet all applicable specification and other specific product and work requirements (including those of performance), if any, and will be free from defects in material and workmanship under normal conditions of use. All claims for defective or nonconforming (both hereinafter called defective) Products, parts or work under this warranty must be made in writing immediately upon discovery, and in any event, within one (1) year from delivery, provided, however all claims for defective Products and parts must be made in writing no later than eighteen (18) months after shipment by Chromalox. Defective and nonconforming items must be held for Chromalox’s inspections and returned to the original f.o.b. point of delivery.

The foregoing is Chromalox’s only obligation and Buyer’s exclusive remedy for breach of Warranty and is Buyer’s exclusive remedy against Chromalox for all Claims arising hereunder or relating hereto, whether such claims are based on breach of contract, tort (including negligence and strict liability) or other theories, Buyer’s failure to submit a claim as provided above shall specifically waive all Claims for Damages or other relief, including but not limited to Claims based on latent defects, in no event shall Buyer be entitled to incidental or consequential damages and Buyer shall hold Chromalox harmless therefrom. Any action by Buyer arising hereunder or relating thereto whether based on breach of contract, tort (including negligence and strict liability) or other theories, must be commenced within one (1) year after the date of shipment or it shall be barred.

W2008M